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ABSTRACT 


A simple, functional laser velocimeter system for the 
measurement of fluid flow was designed and constructed. 
The system was used in a dual scatter, individual realiza- 
tion mode to measure longitudinal velocity components 
associated with turublent water flow at low velocity in 
a transparent tunnel of rectangular crosis section. A 
technique for determining flow characteristics which is 
independent of the number of light-scattering particles 
within the observation volume of the fluid at any one time 


was developed. 
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[. INTRODUCTION 


A laser velocimeter is a device for measuring the local 
velocity of a substance, usually a moving fluid, by observ- 
ing the frequency of modulation of scattered laser radiation 
from the movement of small particles through an interference 
pattern in the medium. Light from a single laser source 
1S split into two beams which are directed back together 
Rimi Cc mmc 1 OMmOn tne lund to be measured j= AS "thet two 
beams cross they form a pattern of high and low intensity 
Wereure tjeand as particles in the fluid cross this fringe 
pattern they scatter light which can be detected by a 
photomultiplier or other light-sensitive device. This 
variation in light intensity has been shown by Rudd [Ref. 1] 
teombeeatmasiecQuency dlrectieaeproportional to the rate at 
which particles are crossing the fringe pettern: 


5 a Ai ye MENEZ (1) 


r 
O 


where n is the refractive index of the medium, v is the 
velocity component in the plane of the beams perpendicular 
to a line bisecting the angle between the beams, do is the 
VeCmcietinwot thes JaSer Fadlation in air, and 9 1S the 
angle at which the two beams cross. 

The primary advantage of the laser velocimeter over 


other fluid flow meaSurement devices, such as the hot-wire 





ieritemie ee imtensity=sPattern of Maser Velocimeter. 





anemometer, is that it does not perturb the flow. 
Furthermore, its small probe volume enables fluid flow 

to be described in greater detail. Other advantages are 
the linear response, the lack of calibration requirements, 
and the directionality of its response. 

The first laser velocimeter was constructed by Yeh and 
Cummins in 1964 [Ref. 2] to measure pipe flow. In 1966 
rormam, “et al., spRef. Si bumli the firsit practical instru- 
ment, in which a signal beam of scattered light and a | 
reference beam of unscattered light were combined and the 
mesid ting scatter detected by a photomultiplier. This 
ewotcimproved difficult to yheep aligned, however. In 1969 
Rudd [Ref. 4] designed a self-aligning system in which light 
from a laser was diverged, split into two beams by a two- 
Slit mask, and then focused at a point within the fluid. 

The scattered light was then focused onto a photomultiplier 
tube. This system, known as the dual scatter system, was 
easier to align and also improved the signal-to-noise ratio 
at the photomultiplier. It is this system, with minor vari- 
ations, that has since been used by most investigators. 

Information on turbulence in a fluid flow can be derived 
With a laser velocimeter by spectrum analysis of a basically 
continuous signal from the photomultiplier. If necessary 
to achieve a relatively continuous signal, the flow is 
seeded with small particles so that there are always 
enough scatters within the probe volume to yield a sufficient 


Signal-to-noise ratio. This method has been used by numcrous 





investigators [Refs. 5, 6, and 7] to measure the mean flow 
velocity, rms fluctuation velocity, and the velocity proba- 
bility density function of turbulent flows. There are two 
serious disadvantages associated with continuous signal 
laser velocimeter measurements of turbulence. First, the 
Signal can either fade if the number of scattering particles 
fe too lows or 1t Can Slaturate the photo@multipliier i#£ the 
number of scattering particles is too high. Second, a 
fundamental ambiguity due primarily to the finite travel 
Eine wee particles) through the scattering volume causes a 
broadening of the frequency spectra which is not associated 
with the turbulence of the flow. 

To overcome these disadvantages, Donohue, et al., 
[Ref. 8] designed a system which utilized a non-continuous 
Slgnal to measure the velocity of individual scatterers 
within the volume enclosed by the two crossing laser beams. 
The number of scattering particles was kept low enough so 
ellatasthercewasmatemost one particle in the scattering 
volumeyat any one time. As each particlle crossed the volume 
temseattered a burst of Iight onto the photomultiplier. 
Individual velocity realizations at a point in space were 
then recorded in a histogram from which mean velocity and 
TICE Eopentilcs OmeCUGbDUIence could be amterpreted. A 
difficulty with this method is that either the rate at 
Whichepanreteles cross the observation volume must be kept 


constant during the measurement of a velocity provile, or, 





when such control is not possible, the data taking and 
processing must account for possible variations of the 
scattering particle number. 

The purpose of the study which is presented here was 
to build from easily available components a working laser 
Velocimeter which uscs individual realizations but auto- 
Ndewe milly Sorts the results #into speed bins. In order to 
ensure individual realizations a low-speed water tunnel 
was constructed. Since the emphasis was on building a 
workable velocimeter for future studies of turbulent wakes 
in drag-reducing fluids, no particular precautions regarding 
the flow were taken at this time and the flow was expected 
to be turbulent. Some measurements at a mean flow velocity 
corresponding to a Reynolds Number of 45 were made. The 
relative rate of occurrence of a specific frequency in the 
Scattered light signal, corresponding to a particular 
velocity within the fluid, was determined. From data 
collected during measured) intervals of time, and at different 
frequencies, a velocity probability density function was 
emo tructed trom which Various properties off turublence 


could be Hennes 
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Il. EXPERIMENTAL ARRANGEMENT 


The experiment consisted of designing, building, and 
testing a laser velocimeter and water tunnel for the purpose 
me otuayimemalirecrent COnditions of fluid flow, The desion 
masebased On a deSirel, in future experiments, to inquire 
into the properties of wakes behind submerged bodies of 
different configuration, and into the effect of drag- 
‘reducing agents on such wakes. This ultimate objective 
governed the overall shape and size of the water tunnel. 

It had to be large enough to preclude wall effects from 
disturbing the wake generated behind a body positioned on 
the longitudinal flow axis. The size of the tunnel, then, 
eGouplied with limited available pressure head, dictated that 
Picmcapctmimentene perlormedmam Jow fluid filow velocities. 

The following is a qualitative discussion of the system 
design parameters. A more detailed description of the 
System components and experimental procedures 1S contained 


in the appendices. 


A. WATER TUNNEL 

The first consideration in the design of the water 
tunnel was the size of the cross sectional area. It had 
to be large enough so that wall effects would not distort 
the wake behind the test body. An order of magnitude 
estimation was made based on the discussion Gi them two- 


dimensional wake behind a single body by Schlichting 


Thal 





[Rete oie has type Of wake is formed, for example, behind 
ascuiccullar cylinder placed normal to the flow axis (Figure 2). 


The wake is described by the equation: 
b = 0.18 /10 ixc.dy (2) 


where b ws’ the half-width of the wake at a distance x behind 
the body, Ca 1s the drag coefficient, and d is the diameter 
of the cylinder. Measurements by Schlichting [Ref. 9] have 
confirmed that the wake width is related to the Prandtl 


Mixing length, 1, as follows: 
1 /be On, 18 : (3) 


Given a 0.1 cm width of the laser beam crossing region, it 
Should be possible to study turbulent fields with mixing 
enc tismaovwnetewuna Chow (ine Gl cmeprobe can Still dis- 
Cetnesome Structure inside one mixing length.) From 
equation (3) the desired half-width of the wake for this 
resolution and mixing length would be 2.2 cm, and the total 
width of the wake at the selected sone of measurement, 2b, 
Pouldebe 1.73 in. In order to minimize the chance of wall 
effects interfering with the wake, a tunnel lateral dimension 
of 6 in. was chosen. 

To determine an appropriate length for the tunnel, 
equation (2) was used, in which b = 2.2 cm, Cy = 0.74 
Gene and dad = 1.0 cm, to yield x= 20.6 cm = 8.2 in. 


Thus, tor the required spatial resolution the probe should 
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Placed@ilermal suome owe ous. 
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be placed 8.2 in. behind the body. An overall length of 

48 in. was chosen in order to.try to ensure that the flow 
would have become essentially laminar by the time it reached 
the vicinity of the body placed midway down the tunnel. 

A slight disadvantage of the laser velocimeter is that 
the beams must enter the flow volume through a plane trans- 
parent surface in order to avoid Spherical aberration and 
eonsequent Joss of scattered light signal. This necessi- 
tated that the tunnel have a rectangular cross section. 

Some secondary flow was therefore expected but it was not 
‘thought to be significant because of the large cross Sec- 
ELOndl areaeot the tunnel. 

The result of the preceding considerations was the 
etme 6 late x 6 In. LUGite water tunnel shown in Figure 3. 
The inlet region of the tunnel proved to be a significant 
source of undesirable turbulence because of the sudden 
Eransitione@: thestlow from a Cisculateimlets pipe to a 
Square tunnel. <A smooth transition of cross Sectional areas 
from circular to square could only be approximated by the 
adaptor shown in Figure 3. Caulking compound was uSed to 
Fill in the corners of the adaptor, but this had only a 
Mareomals effect on the degree of turbulence at the inlet of 
the tunnel. The problem of removing the channel turbulence 
was left°unsolved. For testing of the velocimeter, the 
channel turbulence would serve as an equally suitable 
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Eee bAobe VELOCIMBETER 

Since the laser velocimeter was first used by Yeh and 
Cummins in 1964 [Ref. 2], several theories describing its 
operation have been suggested. They may all be grouped into 
two models, however. In one first described by Goldstein 
Pia liered Gaui | UO Ret wl, themlight Scattered by 4 parti 
eLomerossSiime a eal monochromatic beam of radiation is 
Woppler-Shitted due to the motion of the particle. Alterna- 
Vc rudd Reto Is @naSwdcSGribed an caquivalent model 
which is eaSier to visualize and has been preferred by most 
investigators. In the Rudd model, two mutually coherent 
beams of monochromatic radiation are made to cross within 
a flow medium. Within the volume where the beams cross, 
an interference pattern of regions of high and low intensity, 
iC ath inGeepattern. 15 formed as Shown in Eaeure 4. 
The fringes ane) parallel to the biSeetor of 08, the angle 
between the two beams. The spacing between the fringes in 
a medium of refractive index n iS given by: 


r 


a O 
easing /2 (4) 


in which oe ie the wwaAvemLenCtimemm=mtne I1oht source In air: 

If a particle crosses the pattern with a velocity component 

v, normal to the fringes, the scattered light as it passes 
through the regions of the HEI nim lowmminucnsilty wild “flue tu- 


ate at a frequency described by: 


16 
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Figure 4. Geometry of Beam Crossing Region 
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p= V¥ = 2n v_sino/2 (5) 
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Therefore, the frequency of the scattered light is directly 
Proportional to the component of particle velocity normal 
Poetic fringes. If the partielle ms gmall enough to follow 
the motion of the medium, the frequency of light fluctua- 
mons accurately representse the charaGter oa the flow. 

The scattered light can be focused onto a photo-detection 
Scviece which produces|/a signal at the rrequency of the 
light fluctuations. 

After a survey of the available literature it was 
decided that the "dual scatter" laser velocimeter system 
designed by Rudd [Ref. 4], with minor variations, would 
be best Suited for the measurement of turbulence in the 
water tunnel since it seemed to be relatively easy to 
align (and to keep in alignment) and it offered a higher 
signal-to-noise ratio than poner systems. Because of the 
low fluid velocity within the water tunnel, it was thought 
that the individual realization method of Donohue, et al., 
\Ref, S|], whereby a non-continuous scattered light signal 
is used to measure the velocities of the individual scat- 
terers within the probe volume, would be most appropriate 
PO tiicmeXDe mIment . 

The optical arrangement of the laser velocimeter used 
in this experiment is shown in Figure 5. The single beam 


of light from the laser is split into two diverging beams 
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of equal intensity which are made parallel by lens Ll, 
then focused by lens L2 so as to cross within the flow. 
After leaving the flow area, the two beams are blocked By 
a mask so that only forward scattered radiation is focused 
by lens L3 onto the photomultiplier tube. 

This laser velocimeter was designed, constructed, and 
employed relying on information gained from the literature 
available up to the time of the experiment. In a more 
recent paper by Hill [Ref. 12] on the geometric parameters 
of a laser velocimeter, an argument is presented for de- 
scribing the intensity pattern of the crossing volume by 
means of Fourier optics whereby the geometry of the fringe 
pattern of the crossing beams is related to the geometry 
CEPLne Optics one themvelocimeter, The form of the voltage 
Signal from the photo-detection device is directly related 
POmine LOnMmeOtethie Lringee pattern. 


An attempt is made here to relate the geometry of the 


Masemevelocimeter used in this experiment to Hill's criteria 


with a view toward achieving a better understanding of the 
results of some test measurements made with the system. 
The parameters of the system are as follows: 


do = wave length in air of the He-Ne laser used 
in this experiment 


Gap Geen Re 


v = mean velocity of fluid (as derived from 


actual flow rate measurement) 


je 72 em/ see 
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Using these 


refractive index of the medium 
les Setor water: 


separation distance between the two beams 


at lens L2 (see Figure 6) 
Or 9 vem 


focal length of lens L2 (also, = distance 
betweenmicens £2 sands thes beam crossing point) 


10.0 cm 

beam crossing angle 

Seg 

diameter of individual beam, measured at the lens 
Um ci 


parameters, the dimensions of the beam crossing 


region are calculated as follows: 


IW SFringe Spacing 


From Rudd [Ref. 1] the distance between adjacent 


fringes 1s: 


~ 


r 


O 
d Zoe s Trade? (6) 


tl 
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Sask ie cm ( = 5.3 microns) 


fee Number OLvrranges Gm Pattern 


Referring to Figure 4, for small crossing angles 


the width of the pattern, DP, 15 approximately equal to the 


width of a beam, W. Then, the number of fringes expected 


neeelil)y) snes pattern 1s: 


21 
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Figure 6. Geometry of Laser Velocimeter Optics. 





K = D/d 
(7) 


i 
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186 fringes. 


3. Spatial Resolution 
Reterring to Pivure 45° the spatial resolution may 


be expressed as the maximum lateral dimension of the region, 


2X, - Using the following relationships: 
Sin 8 = W/a (8) 
cos 0 = x /a (9) 


the spatial resolution may be expressed as: 


Per weosg/Z 


2Xo Sin 6 


(16) 
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pome observations pertaining’ to the dimensions of the 
imecicawcy DAtLtLerimdre Ortercd ab this poince, » First,) the 
fringe Spacing distance dictates that, optimally, scatter 
barticiles be of a size no larger than 5.3 microns so that 
Pies resulting siionale@would truly represent the particle’s 
velocity. 

Second, the number of fringes calculated above was not 
Supported by actual observation. Oscilloscope traces of the 
Signal indicated that fewer fringes were being crossed 
WithlimetniemEcelone Hill's eriterda predicted that for the 
given geometry, the number of fringes within the volume 


VOubdmbcer7zems [his figure correlated well with visual 


a8 





observation and was therefore thought to better describe 
the actual number present. Proceeding then under the 
assumption that 22 fringes were present in the pattern, 
from equation (7), the effective width of the intensity 
pattern, and therefore the beam width, was only 0.01 cm. 
This apparent power of ten reduction in the width of an 
individual beam from the lens to the crossing region could 
be explained by an actual focusing by the lens of the light 
Wieclim the bean,wor ult may pe due tosaylack of coherence 
ire tie Olter portions OL the beam in the crossing region 
Which would reduce the effective number of fringes. This 
discrepancy is not resolved at this time. 

Citiiibeeuvec calectla ued Spatial resolution some? 32 7mcm 
is too large for a meaningful velocity measurement to be 


made in a wake of the size to be found in the present tunnel. 


An optimum beam crossing angle of 8 90° would yield a 
Spatial resolution of 0.24 cm which would make wake measure- 
ments in the tunnel meaningful; however, widening the cross- 
ing angle would call for a more complicated optical arrange- 
ment, usually requiring mirrors, and a consequent increase 
Meche Sizesousthe lasém yelocimeter wit. “An additional 
benefit, though, is that the mean frequency would be 

higher, thus facilitating spectrum analysis since the 
spectrum of the flow would be further removed from the high 


amplitude, low frequency components. If the effective 


width of a beam was indeed reduced by ten, as it appeared 
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in this experiment, then a corresponding spatial resolution 
of 0.22 cm would have provided meaningful results. Addition- 
Aleinwesttcatlomeimto the WetWalmefiective size of the beam 


crossing 1S required. 


C. INSTRUMENTATION 
ioe Theory 

Several methods for converting the scattered light 
Signal from a laser velocimeter into velocity information 
have been proposed and utilized with varying degrees of 
Success. These include the use of spectrum analyzers, 
Packing smal CerSmmcluscriminators,. and correllators., Of 
these signal processing systems, the simplest and most 
widely used to date has been the spectrum analyzer. Because 
of its simplicity and wide availability, the spectrum ana- 
lyzer was chosen as the basis for the signal processing 
used in this experiment. A counting scheme was employed 
to measure the relative strength of different frequencies 
Preseituan the Scattagredeiient. 

in his paper Hill estimated the frequency spectrum 
due to the photomultiplier signal from a single particle 
fealazation. The signal 1s expected to be of the form 
Shown in Figure 7. 

The primary frequency contained in v(t) is f = ‘- 
where d is the fringe distance and wae nce particle yelocity. 
The modulation is caused by the laser beam's intensity 


Drone fen 
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Pigureso ShowSetitec Fourier spectrum of v(t) als 
fcrivcomo etl lien tne Scattcred light intensity varies 
as cos“2nf t as Hill seems to suggest, it is not clear why 
fy 1S in the spectrum (since cos “6 = elect an lea C O'SIZ Olle leds 
is not clear at this point what the frequency content of 
Picmmnatvidudl realizations should be: 

The ee liength. tT, of v(t) ws the time for a Single 
Ppovebelhc COmenoSseihne probe? region. Ihetmaxamum 1. 20T a 
particle moving at mean velocity is: 


- 2.44) 1 


T = a 
nity (11) 


Ope MSCG ewer tl mse expe bimenet. 


ite expected mean frequency, Eo» for a mean flow velocity of 
ie gecmn/sec 1s, Lrom equation (5) : 


¢ = 2nv_sin0/2 (Ba) 


O A 
O 


1s674hz. 


Pron seieure (S )euumcanmeceScenethnat for good 


frequency resolution two criteria are necessary: 


5 
(1) a > = 
(2) tT aS large as possible. 


Figure (9) demonstrates that, for a given mean flow 


velocity, beam diameter, and lens focal length, the pulse 
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Tength 1s greater for a narrower probe volume. Therefore, 
from the frequency resolution aspect, it would also be advan- 
tageous to increase the beam crossing angle. 

From the expected spectrum for the signal (Figure 10) 
using the calculated value of t from equation (11) and the 
PunadnctersmOLetncmsyStem, mat can De anticipated that because 
of the ee ee ly adequate spread between f and 2 , there 
would be no frequency resolution problem. However, this 
model does not take into account such factors as ambient 
Nelsewmactual tiluid turbulence, and additional lught scatter 
from particles crossing a beam near ends of the probe 
volume, all of which woulld contribute to broadening of the 
spectrum natural line width about to: 

2. Description 

The scattered light signal from the photomultiplier 
was fed into an SKL Variable Electronic Filter (Model 302) 
which was set to reject all frequency components less than 
400 Hz and greater than 3000 Hz. This frequency range was 
Selected because the filter rejects the low frequency 
"envelope" of the signal which 1s not related to the fluid 
VelOG NujeeangdmbDeCaAUSeCE IE COVETS Ene Frangse OL expected 
frequencies as calculated from equation (5). After filter- 
ing, the signal was fed into a Hewlett-Packard Wave 
AOL ABE oleae | SUC ce ta emomaeS med steequency.. Ihe 
restored single frequency output of the wave analyzer, 


the amplitude of which varied with the strength of that 


ey 
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particular frequency component of the input signal, was 
amplified with a Hewlett-Packard Power Amplifier (Model 
467A), and then sent to Tektronix Dual Beam Oscilloscope 
i pes oOo ime bnewtrilopen level of this oscilloscope was 
Set eo that the scope trace triggered only when the input 
Slgnal exceeded two volts. This value of triggering level 
was decided upon since pemo lL Lowed —cOmecounting Of asSsuft i= 
cient number of excursions above threshold over the whole 
frequency range. The Tektronix Scope in turn triggered a 
Hewlett-Packard Timer-Scaler (Model 5201 L) which counted 
the number of times the output of the wave analyzer exceeded 
threshold within a certain period. 

If the signal from the Bhotemeltiolier: tae yee neice! 
the same form as the intensity pattern of the probe region, 
aS proposed by Hill, then the Timer-Scaler was actually 
ROCOLGLT? selene mmOrmt bINnCes <ehosSedaby sa Singles particle 
traveling at the specific velocity corresponding to the 
frequency at which the wave analyzer was set. In Figure 1l, 
for example, eleven counts would be recorded corresponding 
to eleven positive excursions of the signal above threshold, 
for each particle that crossed ehe pRobe volume at the 
velocity under study. 

Pin dhigeea Hewett backara Oscullloscope (Model 1350 BR) 
was set to continuously monitor the filtered signal from the 
photomultiplier. A schematic of this system arrangement is 


Shown in Figure 12. 
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ijeeeeoONG  lEole MEASUREMENTSSAND THEIR RESULTS 


Pee LES PROCEDURES 

Measurements were made at two positions within the flow: 
on the longitudinal centerline of the tunnel, and at a posi- 
tion two-thirds of the distance between the centerline and 
the side wall of the tunnel. Measurements were taken for 
two different flow conditions. In one case the flow was 
unperturbed; in the other case, the probe volume was posi- 
tioned ten cm downstream from a 1/4 in. diameter right 
circular cylinder placed perpendicular to the flow axis. 

The measurement procedure consisted of setting the wave 
analyzer at a frequency and then counting the number of 
times the analyzer output signal exceeded a preset thresh- 
Old level within one minute periods. Five such threshold 
crossing totals were recorded for each frequency. Measure- 
ments were made at 100 Hz intervals over the frequency 
range between 400 Hz and 3000 Hz. After each series of 
five measurements was made at a particular frequency, one 
measurement was made at a "Standard’™ frequency of 1500 Hz. 
This measurement was taken to determine if the threshold 
crossing rate was changing because the fluid velocity 
corresponding to the frequency setting was occurring a 
different percentage of time or merely because of changes 


in particle density within the fluid. 
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The number of threshold crossings within a specified 
time interval, when averaged over a number of intervals, 
gave a statistical indication of the relative occurrance 
Oi) aeparticular frequency within the scattlered light and 
tWemefore offa particular velocity®within the flow. From 
this information, velocity probability density functions 
were constructed which enabled the turbulence characteris- 
tiles Of the flow to be studied. 

iicenunbcummar recorded threshold crossings within 4 
Ser talngperiods ws related to the number of) individual 


VolvCememencaliaationsenon that period) by: 


N = (12 


Al 4 


where N is the number of realizations, T is the number of 
measured threshold crossings, and K is the number of fringes 
in the probe volume light intensity pattern. | An important 
factor regarding the construction of a velocity probability 
density function for turbulent flow is the accuracy of the 
distribution based on a given number of realizations. If 
it 1S assumed that the number of realizations is normally 
distributed, and that the standard deviation of the reali- 
zations 1s equivalent to the root-mean-square of the velocity 
fluctuations, then a reasonable estimate of the accuracy 
With which the mean velocity is measured can be made. 
According to Donohue, et al., [Ref. 8], the accuracy 


With which the true mean of the distribution is measured, 


oe 





based on the number of realizations, iS approximately: 


Av = 2 (0/1) (13) 
Vv YN 


Accuracy = 


where v is the true mean flow velocity, Av is the departure 
of the measured value of mean velocity from the true value, 
Seas the sttandard deviation of the distribution, and w 1s 
Pic eiedNeOmethovdlvstribvtlon. —For an average number oc 
measurciechneshold crossings required to construct a distri- 
bution of 46,000, and assuming an intensity pattern contain- 
ing 22 fringes, the average number of realizations measured 
ten rrom ecuatlome (2), 52090. — Usiing this figure in equation 
(13) and assuming that the flow is fifty per ene tien lene. 
then it 1S estimated that, on the average, the resulting 
velocity probability density functions should be accurate 

to within 2.2 per cent. There are, however, other error 


producing influences which will be discussed. 


B. PRESENTATION OF DATA 

Figures 14 through 23 are the velocity probability 
density functions for two different conditions of flow at 
iVWOeienerent POSHCIONS ainMeracoures l4erhrough 17 and 
Figure 22, the ordinate represents the number of threshold 
crossings of the analyzer output signal in a one-minute 
Per etWeiiertoures 18 through 21 and Figure 23 the ordinate 
represents the number of threshold crossings per minute 


normalized by dividing the values at each frequency by the 





number of threshold crossings per minute at 1500 Hz recorded 
aiatcmmtme t1iveeMeasurements at that frequency. For all 
profiles the mean number of threshold crossings was obtained 
by averaging Over fivewone-minute intervals). Error bars of 
length 20 were superimposed. 

Figures 22 and 23 are for the same position and flow 
Gonditionseas) Figures 16 and 20, and were made to see 
whether the possible discontinuity of Figure 16 in the 
Pretnityeoee2200 Heeis teale Efforts®#to@study this area 


lt melOSCim@~a,smitcd inierie prorl Wes tin Figures 22 and 23. 


eee DESCUSSLONSOR RESULTS 

All profiles evidence, to some extent, a Gaussian-like 
Astra butiion expected with turbulent flow. The unnormalized 
Peettles show a peak in the vicinity of 900-1000 Hz which 
is somewhat lower than the f of 1362 Hz predicted by 
equation (5). This frequency difference corresponds to a 
mean velocity shortfall of some 0.22 cm/sec which may have 
Decnmaue Moma counter «low setvup by =the abrupt termination 
of the tunnel. 

Lia pret tleCS etic anegqucncy=sp1cadsas much greater 
Lianeencmo, pevalue or 3/28hz predieted as the. "natural 
width." The additional frequency broadening then can be 
attributed to the turbulent nature of the flow. However, 
some broadening may also be caused by ambient noise as well 
as by scatter from particles amen a light beam outside 


of the probe volume. There iS some indication of a 


oy 





secondary maximum around 2000 Hz, as predicted by the expected 
Spectrameoumtche photomultiplier signal but again it ws much 
immed de tethait. tire: 5/2 izes 

ie cal Comic le tia Side Of thesis tri biutLon 
usually associated with turbulence is absent because of a 
preponderance of low frequency components. These strong low 
frequency contributions may be caused by particles passing 
through the probe volume which are larger than the distance 
Between adjacent Lringies! OL the intensity pattern (5.3 mocrons). 
In future experiments of this type care should be taken to 
filter out such particles. 

Since the method of measuring individual velocity 
realizations is based on a constant particle flux density 
in the observation region, a normalization scheme was 
employed to account for changes in particle density. The 
normalized curves included here have the same general 
features as the unnormalized curves, but to a lesser degree. 
In particular the difference in slopes for different flow 
conditions, so pronounded in the unnormalized curves, is 
less evident. 

Miva cerpr etait ton worethe protrlessebtained heme smust 
be viewed with great reservation at this point since the 
Standard frequency measurement was recorded only once for 
every five measurements at a particular frequency. It is 
believed that a proper normalization procedure requires 
Simultaneous measurements at the standard frequency and at 


the frequency under observation. By means of a parallel 
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wave analyzer-oscilloscope-counter combination the number of 
threshold crossings per minute for a standard frequency 
could be recorded at the same time as the number of cross- 
ings for each frequency observed. In this way the effects 
of instantaneous changes in particle density could be 
eliminated. | 
The profiles show significant scattering of the threshold 
crossing rate data, especially at higher frequencies. This 
variation, while large, is not unexpected when consideration 
LS soiven to thie geometry of the probe volume (see Figure 13). 
iets accuned thateamgparticle= within the probe volume 
is equally likely to cross the intensity pattern at any 
value of X, and that the number of fringes crossed by a 
Darticlelis equally Tile Ty to be any number between 0 and 
22 (the total number of fringes), then the standard deviation, 
Ors of the expected number of fringes crossed by a single 
Po Gere lc omECund LO Demos Shine Mcangvalve Of the number 
of fringes crosSed, Hes ispealculated® tombe Ila Thus 
(x = 57.7%. This is of the same order of magnitude as, 
though somewhat larger than, the average |, fox all five 
UNMNOTMalazed CUrVesS, While elSmecu. /oem [hus@at can be postu- 
lated that the wide variability in the data may be due to 
tneseectmthat not all partacles in the observation region 
crossed all 22 fringes of the intensity pattern. 
Kieeoecitrieulti te derivera true *characterization of 


flow turbulence from the profiles presented here because of 
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the presence of other factors not related to the flow which 
influence the shapes of the profiles. The effects of these 
factors must be firmly quantified in future experiments of 


this kind if the data obtained are to be meaningful. 
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IV. SUMMARY AND CONCLUSIONS 


During the course of this experimental study a simple, 
economical, and functional laser velocimeter system was con- 
structed from readily available components. This system 
was used in a dual scatter, individual realization mode to 
measure longitudinal velocities of fluid flowing in a water 
tunnel. <A transparent tunnel of rectangular cross section 
was designed and constructed which provided a means by which 
low Reynolds Number fluid flow could be studied with the 
laser velocimeter. Measurements were made for four different 
conditions of flow. A method for measuring turbulent veloci- 
ties was developed and tested whereby the relative occurrence 
of the frequencies composing the scattered light from the 
observation region in the fluid was statistically determined. 

Special emphasis was placed on developing a simple, 
but sufficiently Sensitive, system which could be refined 
AienOCclp het eds NeCeSSdky for USe If tutuLre STUdLES weet he 
Sy) SlLemedescmubed herein couldgeasiivwepe adapted Lor mse in 
Amvableny Of ibuid flow sexperimentS = Detalleud® information 
on the design, construction, and operation of the system 
is provided in the appendices for the benefit of future 
investigators. 

The following 1S a summary of observations and conclusions 


based upon the results of this experiment. 
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1. The construction of a simple, accurate, and reliable 
laser velocimeter for measuring turbulent fluid flow is 
bedsibiices he optics could be made Jess susceptible to 
vibrations and misalignments by placing the lenses in shock- 
resistant mountings. 

Zo veemethed L£Or accurately measuring fluid filow 
EhnaAlractorilSuulcSm Which is5sinaependent OL the number o£ Jight- 
scattering particles within the observation volume is poss- 
ible. The procedure employed in this experiment, wherein 
the relatuive occurrence of the frequency components of the 
scattered light signal was measured, gives a meaningful 
velocity distribution. It could be improved by simultaneous- 
itemecordine tie Strength of the Scattered Tight signal at 
the frequency under observation and the strength of the 
Sicnal® at a preselected standard frequency in order to account 
for changes in particle density in the observation region. 

3. The velocity resolution of the profiles obtained 
by this method is highly dependent upon the geometry of the 
MenMOeciImMectermoaptlcal arrangement. Ine®particular the width 
of the beam crossing region Shou be minimized in order to 
reduce the spread in the number of fringe crossings per 
realization, and in order to improve spatial resolution so 
that more detailed measurements could be made. The size of 
Particles Within the flow should be smaller than the fringe 
Spacing of the beam crossing intensity pattern in order that 


low frequency components of the photomultiplier signal 
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Which are not truly representative of the flow velocities 
may be eliminated: 

4. Studies of low velocity flow are inherently 
difficult because of the proximity of the low frequency 
Spectral components of the scattered light associated with 
the size and crossing angle of the laser beams. At low 
velocitues these low firequency components interfere with 
the components of the signal related to flow velocity. 
emus filtering is®more difficult. A water tunnel! which 
features laminar flow at higher velocity is desirable for 
future studies. Modification of the present tunnel by 
plactne flow sitharghteners at the entrance to make the flow 
laminar, and by shaping and enlarging the outlet to avoid 
backup disturbance would perhaps be sufficient. 

S. The array of signal processing equipment used, 
while adequate for this study, nevertheless did require 
alpeexcesSive amount of timewtor data collection, This’ time 
could be reduced significantly by use of a multi-channel 
analyzer with automatic signal recording. 

6. The laser velocimeter offers a potentially 
Superior method of making flow measurements due to its 
obvious advantage that the flow need not be disturbed by 
the measuring probe. Care must be taken, however, to ensure 
that the effects of factors not related to the flow are 


identified and quantified. 
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APPENDIX A 


THES PEOW Sis LEM 


The complete flow system used in this experiment is 
SNOW bf Wplne 249A 43 in. xX GO lisecG6 ian. (inner dimen- 
Sons) Watem tunnel wemuelrce 25, Was eeonstnucted Of 1/2 in. 
transparent Lucite sheeting bonded with trichloroethylene. 
The tunnel was securely attached to the inlet piping by 
“means of a 1/2 in. thick Lucite flange which was bolted to 
pHeawUMI nunecollar at the end of theminiet pipe. in O-ring 
inserted in the flange prevented leakage. Two access ports 
from which different test shapes could be suspended were 
DLO cde Mim the tO) SurTiage Om Che tunnel lhe @ports 5 
also made of Lucite, were machined to fit flush with the 
inner surface of the tunnel, thus preventing unwanted flow 
distortion. O-rings were used to prevent leakage. The 
outlet of the’ tunnel was fitted with a Gne in. diameter pipe 
(fitted with a 3/4 in. globe valve) to which the drain hose 
was attached. 

fan Se npOmGantvetOenotewmcTre sthaeevwnale the anilet of 
the tunnel was tapered, the outlet was not. While turbulence 
Penetotedmomscnc OUCIlCEepy Enemsharpereduccion in tlow cross 
sectional area did not appear to extend back to the middle 
ote themtunnel where measurementsy were madé, future considera- 
tion should = neverthellesstbe given to tapering the outlet 


end of the tunnel as well. Consideration should also be 


a5 





woisks MOT O2EeTdWOD ‘PZ 2AINnsTA 





9S OU yoodzed 
es SOATPA Tauun}? 193emM YUaredsuReI. 9, a9SoyU 
bt Ligne sep 
vy)! 
al Xo 


Si) odes soo o8 





o3ne3 
asToy 


56 








“SUOTSUSWTG [TeuUN], Loe «*SZ eansTy 


MOTA OPTS 


9 f$ ay 


Soa S Od 


K—— tt ssoD0r 
kK _______ .7Z —__—3] 


MOtA do. 


Sp pa 





Su 





given to enlarging the outlet pipe to equal the size of the 
inlet (two in. ID) in order to increase the mean flow 
velocity. 

Ns constructed, the inllet region of the tunnel proved 
to be a significant source of unwanted turbulence because 
Peet icmsuddenmtransition of thes flow from a carcularepipe 
to a square tunnel. Due to machining limitations, a smooth 
transition of cross sectional area from circular to square 
seOuld only be approximated. After construction was com- 
pleted, caulking compound was used to fill in the corners 
of the inlet negion of the tunnel in order to give the 
region a more rounded shape, but this reduced the turbulence 
PL yeild no noaiiee lnetiture experiments, consideration should 
be given to placing flow straighteners, such as straws, at 
Chewintletecndwor the tunnel to make thes flow more nearly 
laminar. 

The flow medium used was ordinary tap water fed to the 
tunnel through a reservoir system used in a previous experi- 
ment. No attempt was made to seed the water since preliminary 
experiments had demonstrated that enough particulate matter 
was always present to ensure a good signal. Conversely, no 
attempt was made to filter the water. 

A Seventy-five gallon stainless steel tank was used 
only as a reservoir to hold excess water during periods of 
iat wGOuleG mon nin EULUrTe eCxperiments, however, the tank 
con Mmemucecdmtornold a muxture of drag-reducing agent and 


Water in a Glosed-cycle recirculation system. 


58 





A two in. (ID) pipe equipped with two two-in. ball valves 
transferred the fluid from the fill hose to the inlet of 
Ehiemwatcl =timmelws tne flow rate in the tunnc! could bie 
controlled by the inlet and outlet valves; however, in this 
experiment, all observations were made at essentially the 
maximum flow rate with both valves open. A Heise bourdon- 
tube pressure gauge (Model CMM) was attached to the two in. 


pipe to monitor the pressure at the entrance of the tunnel. 


Se) 


APPENDIX B 


TbeAot heey EEO@CIMETER OPTICAL SYSTEM 


A schematic diagram of the laser velocimeter optical 
ated mS Showman Fileume) 26. fhe optidsset thesysitem 
were mounted on a one meter optical bench placed beneath 
and perpendicular to the water tunnel. The optical axis 
fade De wDC Dpenatectiltare ton ticomrcUnnel axiseso tha tie 
lan et anda Gomponcnteot tlulasvelocity would be measured. 
A 1.8 milliwatt C. W. Radiation Helium-Neon laser was used 
as the light beam source. The beam from the laser was 
projected onto the apex of a biprism mounted at the O0-cm. 
mark of the bench. The biprism split the laser beam into 
two diverging beams of equal intensity. These beams were 
made parallel by a 52 cm focal length converging lens (Ll) 
placed on the optical axis 50 cm \ forward of the biprism. 

A ten cm focal length converging lens (L2) in front of the 
water tunnel was used to focus the two beams so they crossed 
at the desired observation point Within the flow. After 
passing through the tunnel, the two beams were blocked by 

a mask with a 0.4 cm hole in its center so that only the 
Tight Scattered forward from the probe volume wais focused 
Smcomtene head of 'a Dumont (ModeélM6291) photomultiplier tube 
by a two cm.focal length converging lens (L3). The” photo- 
multiplier was biased by an NJE D.C. Power Supply (Model 

Dig CAST 
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The point in the flow at which the two beams crossed was 
determined by the position of lens L2. Since it operated on 
beams that were parallel, lens L2 could be moved along the 
optical axis to position the crossing point anywhere across 
the flow without changing the geometry Om stule 9S YS Celle lnk 
mask was affixed to the front of lens L3, and lenses L2 and 
L3 were moved in tandem so that the system was always proper- 
ly aligned. 

Because of the refraction of light when passing from 
the air through the tunnel wall into the water, the movement 
Of the crossing point did not correspond to the movement of 
Lense pair bemeand 15, However; as shown by Blake [ReE. 815], 
the motion of the intersection point within a fluid of 
refractive index n is related to the motion of lens L2 by 
a factor AiGiaci a CMA, Ca and is independent of 
the thickness and refractive index of the wall. Therefore, 
Pie pOSItLONmOn the €ressip’spoint Within the fluid can be 
accurately determined once a reference point has been 
established. A reference scale was determined by noting the 
positions of the lens L2 when the beams were crossed exactly 
at the inner wall of each side of the tunnel and then 
calibrating the distance between these two positions to agree 


With the actual wall-to-wall distance of the tunnel (six in.). 
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APPENDIX C 


EXPERIMENTAL PROCEDURES 


First the tunnel was completely filled with water. Air 
bubbles were eliminated by tilting the outlet end of the 
tunnel slightly above the horizontal plane as it was being 
filled so that air would be allowed to escape through a 
petcock located on the top surface of the tunnel at the 
‘outlet end. The outlet valve was then opened fully and the 
inlet ball valve was opened so that the tunnel would be 
completely full at all times. The mean flow rate was mea- 
sured at the beginning of each run to ensure that the mean 
Flow velocity was the same for all runs. During each run, 
the inlet pressure was monitored and the ball valve at the 
inlet adjusted if necessary to keep the flow constant. 
Excess water was allowed to accumulate in the reservoir. 
The system was allowed to run for at least fifteen minutes 
before measurements were taken in order to eliminate any 
lage Particulate residue g@ust, caulk flakes, etc.) from 
the flow. 

The laser velocimeter optics were then checked to see 
that the beams were of equal intensity and that they actual- 
ly crossed at the desired observation point in the flow. 
The position of the photomultiplier tube was adjusted to 
provide a maximum signal-to-noise ratio as indicated by the 


Hewlett-Packard oscilloscope. 
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The wave analyzer was set for a maximum input voltage 
Biwdins volts, w range ofsthreegmillivolts, and the NORMAL 
mode with AFC was used. The output amplitude was set at 
maximum, 

Attemeampmeication, the restored frequency output of 
the wave analyzer for all frequencies to be observed was 
found to vary between Zero and approximately four volts 
(peak). The trigger level of the Tektronix oscilloscope 
‘was therefore set to a median level of two volts (peak). 
For every excursion of the wave analyzer output above two 
volts (peak), the oscilloscope would trigger an eight volt 
pulse of the shape shown in Figure 27. This pulse in turn 
was sent to the counter which was set to count all positive 
voltage excursions above five volts. The counter therefore 


counted every pulse from the oscilloscope. 
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v(t) 


8 volts 


Voure 27. )irigeer Pulse to Counter. 
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